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MARCH, 1999

Total volume of ground water pumped for the month (gal):

Average Flow Rate (gpm)
Average Flow From Well West Ditch Well

15BR 16.2 36BR
20BR 8.5 Other
41BR 9.9
45BR 5.4
48BR 13.3

Time Operational (hours) 91 .5
Time Operational (percent) 12
Days in month 4

Shut Downs
Date/time started Total Hours

3/4/99 14:30 652.5

231 ,400

,55.8
2.5

0
N/A

Cause
Catalyst failure. Airer
exceeded permit levels. The system will
remain shutdown until delivery and installation
the new catalyst.

Sample Dates for lab analyses (results att) 26-Mar-99 No influent sample was collected because the wells
were not being pumped.

Figure/Table of Field GC data attached Only one data point generated this month from
an effluent sample collected on 26-MAR-99. All results were non-detect.

Estimated pounds of contaminants treated
For month: Total (Ib.):

Vinyl Chloride
Dichloroethene
Trichloroethene

NA
NA
NA

752.7
4655.221

1582.77
Total VOCs removed NA 6991

Maintenance Notes (such as carbon change outs, etc.)

Catalyst failure was determined to be due to a build up of silicates and sulfates.

On March 22 and 23,1999, 20,400 gallons of wastewater from three on-site frac-tanks were pumped
through the carbon units.
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